§169.231

(e) The Commandant (G-MOC) may
authorize extensions to the examina-
tion intervals specified in paragraphs
(a) and (b) of this section.

[CGD 84-024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988; CGD
95-072, 60 FR 50468, Sept. 29, 1995; CGD 96-041,
61 FR 50734, Sept. 27, 1996]

§169.231 Definitions relating to hull
examinations.

As used in the part—

(a) Drydock examination means haul-
ing out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings, sea chests, sea valves, sea
strainers, and valves for the emergency
bilge suction.

(b) Internal structural examination
means an examination of the vessel
while afloat or in drydock and consists
of a complete examination of the ves-
sel’s main strength members, including
the major internal framing, the hull
plating, voids, and ballast tanks, but
not including cargo or fuel oil tanks.

[CGD 84-024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]
§169.233 Notice and plans required.

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-

ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination or in-
ternal structural examination or when-
ever repairs are made to the vessel’s
hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination or internal structural exam-
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ination or whenever repairs are made
to the barge’s hull.

[CGD 84-024, 52 FR 39656, Oct. 23, 1987]

§169.234 Integral fuel oil tank exami-
nations.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (“‘integral
fuel oil tank’) is subject to inspection
as provided in this section. The owner
or operator of the vessel shall have the
tanks cleaned out and gas freed as nec-
essary to permit internal examination
of the tank or tanks designated by the
marine inspector. The owner or opera-
tor shall arrange for an examination of
the fuel tanks of each vessel during an
internal structural examination at in-
tervals not to exceed five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) All double-bottom fuel oil tanks
on vessels 10 years of age or older but
less than 15 years of age need not be
cleaned out and internally examined if
the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
on the vessel, that the general condi-
tion of the tanks is satisfactory.

[CGD 84-024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]



